
    
Implant milling: equipment and accessories Series Super A6

Why choose Super A6

Included accessories

    
   
   
 

     
  
  
     
   
        
 
 
  

  it permits to realize all 
     

ratory with measurable precision.

Best result, least 
effort.

 Incomparable preci

sion and stability.

Super A6 is normally Grey.

Super A6    Chrome 

Super A6 Excellence LineExcellence LineExcellence LineExcellence Line



Implant milling: equipment and accessories Series Super A6

Very high-precision milling machine able to satisfy 

both daily exigencies of a dental laboratory and any 

other kind of requirement. Thanks to its movable 

arm assembled on a high-precision ball slide-table 

the machine grants in time the highest precision, 

manageability and stability. The exclusive motor 

assembly realized by Artiglio together with the 

     
assure to the manufacture very high precision and 

perfect polishing. It is furnished with DC powered 

chuck      
   digital electronic feeder with 

adjustable speed, pneumatic-electrical pedal, 

lockable model holder, spotlight and mandrel 

for attachments assembly and surveying. 
optional Comfort Pack consists of arms supports 

called “Support Colour”, two spotlights (one led 

and one halogen), the burs holder Ring and the 

ergonomic hangrip Finger.

Incorporated micrometric 
assembly

Assembly integrated in the 
mobile arm including stops, 
precision screws and operating 

    
construction, measurable on 

   
of the machine, of milled 
elements, such as channels, 

   
attachments.

   
        

designed for the dental milling; this means more precise walls 
       

Super A6 - Excellence Line

Technical data

Dimensions(mm)

Weight  (kg)

Machine

Electronic 

feeder      

400x430x520 195x190x80

36 feeder incl. 3 

Motor

1.000÷20.000

3÷4

40 

Worked materials

Speed (rpm)

Pressure (bar)

Air consumption (l/m)

Precious alloys

 
alloys

Implants

Zirconia

  
highprecision ball  

   
   

     
    

precision to the highest 
stability and the best 
manageability.

Quality detailsQuality detaiilsQuality detaiQuality detailsils

Vertical range

H max/h min/stroke 

(mm)

205/110/50

Adjustable feeder

   
adjusted to reduce the 
space and to obtain the best 

 


